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Starting in version 1.0. 7860, settings related to WSJT and JTDX that
were formerly under the Digital Modes tab and Broadcast Data tab have been
moved to a new WSJT/JTDX Setup tab in the Configurer:
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N1MM-+ Legger needs to be restarted for changes made below to take effect.

WEJT-X and JTDX UDP Settings

WSJT and JTDX UDP connection settings. IP Address and port must match each programs
settings. This allows UDP message communications to take place, usually done on port 2237,
Logging from other programs can also take place, usually done on port 2333. (Radio #1 Default:

Radio #1 Settings Radio #2 Settings
Enable IP Address UDP Port Enable IP Address UDP Port
Enable 127004 || 237 | [] Enable 127004 || 2239

JTDX / Others TCP Settings

Sets the IP Address and port that an external program can connect to N1MM+ via TCP Port for
logging purposes. The Default port for JTDX is 52001. (Radio #1 Default: 52001 - Radio #2 Default:

Radio #1 Settings Radio #2 Settings
Enable IP Address TCP Port Enable IP Address TCP Port
[JEnable | 127004 || 52001 | []Enable | 127.0.04 || 52006

Path to WSJT/TDX

WSJITATDX Path Used for SO1V, 502V mode and Radio1 in SO2ZR. Command Line Params

| CHamradioW s Twwsibabintwitx. exe || select [Not set |
WSJTITDX Path Used for SO2R Radio 2 Command Line Params

| C:\HamradioW/ S Twisjbabinlwsibx. exe | [ select [Not Set |

Auto Load the WSJT Band Details Window when WSJT-X/UTDX Loads.
Radio #1 Enable Radio #2 [ | Enable

N1MM+ also uses TCP ports for Radio Communications with WSJT-XIJTDX.
{Radio #1 Default:52002 - Radio #2 Default: 52004)




The top part of this page is where you set up the UDP port addresses
for communicating with WSJT-X or JTDX. The IP address is the IP address of the
computer on which WSJT-X or JTDX is being run. In the most common situation
where that is the same computer on which NIMM+ is running, the IP address is
the internal loopback address 127.0.0.1. Starting with NIMM+ version
1.0.9600.0, support for multicast addresses (224.0.0.x or 239.x.x.x) has been
included. This allows other programs such as JTAlert and GridTracker to
communicate with WSJT-X in parallel with NIMM+. The same multicast [P address
must be used in all of the intercommunicating programs (e.g. 224.0.0.1 for
Radio 1, or in SO2R configurations, 224.0.0.2 for Radio 2).
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In the normal configuration, when WSJT-X or JTDX is run from within
NIMM+, the default port number is 2237. If you are in SOZR mode and using
WSJT-X or JTDX from the second Entry window (EW2), you need to configure a
different UDP port number for Radio #2 (EW2) (the suggested port number is
2239) - this port number will also need to be entered in the settings for
WSJT-X or JTDX for the second Entry window, since the default 2237 will not be
correct for this copy.
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[f you are using a JT-mode program that does not support the
communications method used between NIMM+ and WSJT-X or JTDX and therefore
cannot be called up from the NIMM+ Load WSJT/JTDX menu item, you may still be
able to send log data from that program to NIMM+ on another UDP port (usually
port 2333). If you are using one of these programs, set the UDP port for Radio



#1 in the top part of this window to 2333 and ignore the other settings on
this window.
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The next part of this window is where the path to the WSJT-X or JTDX
program is entered in order to enable the program to be called from the NIMM+
Windows menu. The recommended way to enter this path is to click on the Select
button and then navigate in the File Open dialog window to the location of the
wsjtx. exe or jtdx.exe program and click on the Open button. As illustrated in
the screen shot, SOZ2R stations can make both paths the same. There is also a
box on the right side of the window where other command line parameters may be
entered; this is optional and in the majority of cases will not be used.
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At the bottom of the page are two check boxes to enable automatic
startup of the WSJT Decode List window when WSJT-X or JTDX is started up from
the NIMM+ Window > Load WSJT/JTDX menu item. The second check box is only used
for SOZR.
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For instructions on using WSJT-X or JTDX together with the WSJT
Decode List window, see the WSJT Decode List Window section of the manual.
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https://n1mmwp.hamdocs.com/manual-windows/wsjt-x-decode-list-window/
https://n1mmwp.hamdocs.com/manual-windows/wsjt-x-decode-list-window/
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& Configurer

Radio #1 Settings Radio ¥2 Settings
Enable IP Address UDP Port Enable IP Address UDP Port
B Enable 127.0.0.1 2237 @ Enable 127.0.0.1 2239

JTDX / Others TCP Setting WSJT_X% ¢'§_ ,J ngDP 2237 ‘ku %KSOZRB%' ‘&»'?' ’] 3'gUDP 2239

Sets the IP Address and port that an ext 0
purposes. The Default port for JTDX is 52001. (Radio #1 Default: 52001 - Radloﬂbefault:m)
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(] Enable 127.0.0.1

Path to WSJTJTDX —4

WSJTLITDX Path Used for mode and Radiot in SO2R. - M"
C\WSIT\wsijbx\bin\wsijtx.exe Select - *Not Set .0 -

WSJTAITDX Path Used for Radio 2 ‘,-,.c'c'ommlnd Line Params
CWSJITwsjbx\bin\wsjtx.exe Select " Not Set

DY Loads
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Auto Load the WSJT Decode List Window when WSJT-X!
Radio #1 [ Enable Radio #2 [_| Enable
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WSJT and JTDX UDP connection settings. IP
settings. This allows UDP message com
Logging from other programs can also
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:: Enable IP Address UDP Port :: IP Address UDP Port
:: @ Enable 127.0.0.1 2237 :: 127.0.01 2239
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Ween o0 0000 00000000000 000000000005

JTDX / Others TCP Settings
Sets the IP Address and port that an external program can connect to NIMM+ via TCP Port for logging
purposes. The Default port for JTDX is 52001. (Radio #1 Default: 52001 - Radio #2 Default: 52006) o
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Path to WSJT/JTDX

WSJT/JTDX Path Used for SO1V,502V mode and Radio1 in SO2R. Command Line Params
C:\JTDX64\159\bin\jtdx.exe Select Not Set

WSJT/JTDX Path Used for SO2R Radio 2 Command Line Params
C:\JTDX64\159\bin\jtdx.exe Select Not Set

Auto Load the WSJT Decode List Window when WSJT-X/JTDX Loads.
Radio #1 [ | Enable Radio #2 [_| Enable
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